
 

 

lîÉê=íÜÉ=é~ëí=ÑÉï=óÉ~êëI=íÜÉ=~î~áä~Äáäáíó=çÑ=
ÉñÅÉääÉåíI=ÜáÖÜ=êÉëçäìíáçåI=ãìäíáJÅÜ~ååÉä=ãìëáÅ=
çå=asaJ^=~åÇ=p^`a=Ñçêã~íë=Ü~ë=Öêçïå=
íêÉãÉåÇçìëäóK=tÜáäÉ=ïÉ=Ü~îÉ=ÄÉÉå=ÄÉãç~åáåÖ=
íÜÉ=ä~Åâ=çÑ=ÖççÇ=ãìäíáJÅÜ~ååÉä=êÉäÉ~ëÉë=~åÇ=íÜÉ=
Ñçêã~í=ï~êëI=íÜÉ=ãìëáÅ=ä~ÄÉäë=Ü~îÉ=ÄÉÉå=èìáÉíäó=
Äìí=ëíÉ~Çáäó=êÉäÉ~ëáåÖ=ãçêÉ=~åÇ=ãçêÉ=ã~íÉêá~ä=
ìëáåÖ=íÜÉëÉ=íïç=åÉï=Ñçêã~íëK=^í=íÜÉ=ë~ãÉ=íáãÉI=
ìåáîÉêë~ä=ÇáëÅ=éä~óÉêë=Ü~îÉ=áãéêçîÉÇ=
íêÉãÉåÇçìëäó=áå=íÜÉáê=çîÉê~ää=èì~äáíáÉë=çÑ=
ãìëáÅ~äáíó=~åÇ=ÑáÇÉäáíóK==

táíÜ=íÜÉ=~î~áä~Äáäáíó=çÑ=íÉÅÜåçäçÖó=~åÇ=ãçêÉ=
áãéçêí~åíäóI=ã~íÉêá~äI=dÉåÉëáë=ã~ÇÉ=íÜÉ=
ÇÉÅáëáçå=íÜ~í=áí=ï~ë=íáãÉ=íç=êÉäÉ~ëÉ=~=ÅÉåíÉê=
ëéÉ~âÉê=íÜ~í=áë=ïçêíÜó=çÑ=ÅçãÄáåáåÖ=ïáíÜ=~=
dÉåÉëáë=NKN=íç=ÅêÉ~íÉ=íÜÉ=ìäíáã~íÉI=~ÄëçäìíÉ=
ÑáÇÉäáíóI=ãìäíáJÅÜ~ååÉä=ëóëíÉãK=

qÜÉ=dÉåÉëáë=RKOÅ=ï~ë=ÇÉîÉäçéÉÇ=íç=ÄÉ=íÜÉ=
éÉêÑÉÅí=ÅçåîÉêíáÄäÉ=ÅçãéäÉãÉåí=íç=~åó=çÑ=íÜÉ=
dÉåÉëáë=ÜáÖÜJÉåÇ=äçìÇëéÉ~âÉê=ëóëíÉãë=~ë=~=
ÅÉåíÉê=ÅÜ~ååÉäI=çê=~ë=~=ëìêêçìåÇ=çê=êÉ~ê=
ÅÜ~ååÉäK=

qÜÉ=dRKOÅ=Ü~ë=íÜÉ=êÉåçïåÉÇ=dÉåÉëáë=êáÄÄçå=
íïÉÉíÉê=~åÇ=ëçäáÇJíáí~åáìã=ÅçåÉ=ãáÇê~åÖÉ=
ÇêáîÉêë=íÜ~í=~êÉ=áå=íÜÉ=áåÇìëíêó=~ÅÅä~áãÉÇ=
dRMNK=qÜÉëÉ=íïç=ÅêáíáÅ~ä=ÇêáîÉêë=~êÉ=ãçìåíÉÇ=
çå=~=íêÉãÉåÇçìëäó=áåÉêí=~åÇ=îáÄê~íáçåJ
~ÄëçêÄáåÖ=éä~íÑçêã=íÜ~í=áë=ORãã=çÑ=ëçäáÇ=
`çêá~å»=J=íÜÉ=ë~ãÉ=ã~íÉêá~ä=ìëÉÇ=íç=ãçìåí=íÜÉ=
ãáÇê~åÖÉ=~åÇ=íïÉÉíÉêë=çå=íÜÉ=dÉåÉëáë=NKNK=

_çíÜ=íÜÉ=`çêá~å=éä~íÑçêã=~åÇ=íÜÉ=íïç=SKRJáåÅÜ=
ëçäáÇJ~äìãáåìã=ÅçåÉ=ãáÇJÄ~ëë=ÅçìéäÉêë=~êÉ=
ãçìåíÉÇ=çå=~=Ä~ÑÑäÉ=ÅçåëíêìÅíÉÇ=çÑ=RMãã=EOJ
áåÅÜÉëF=çÑ=jac=áå=~=ëçäáÇäó=Äê~ÅÉÇI=êáÖáÇ=ÄçñK=

^=ëéÉ~âÉê=äÉîÉä=íÜêçìÖÜJéìí=~ääçïë=ÅçåîÉåáÉåí=
ÅçååÉÅíáçå=~åÇ=éÉêÑÉÅí=áåíÉÖê~íáçå=íç=~åó=
dÉåÉëáë=pÉêîçpìÄ»K=m~êíåÉêáåÖ=íÜÉ=dRKOÅ=ïáíÜ=
~=ëáåÖäÉ=pQLU=çê=dVOU=êÉëìäíë=áå=~=ÑìääJ
ÑêÉèìÉåÅó=ÅÜ~ååÉä=íÜ~í=Å~å=ÄÉ=ìëÉÇ=~ë=~=ÅÉåíÉê=
ÅÜ~ååÉäI=çê=çêáÉåíÉÇ=îÉêíáÅ~ääó=~ë=êÉ~ê=çê=
ëìêêçìåÇ=ÅÜ~ååÉäë=íç=íê~åëÑçêã=~=ÜáÖÜJÉåÇ=
dÉåÉëáë=~ìÇáçéÜáäÉ=ëíÉêÉç=ëóëíÉã=áåíç=~=ÜáÖÜJ
ÉåÇ=ãìäíáJÅÜ~ååÉä=ãìëáÅ=çê=ãçîáÉ=ëóëíÉãK=
=

 

dRKOÅ
`çåîÉêíáÄäÉ=

Genesis Advanced Technologies 5.2c Convertible
Frequency Response 48Hz to 36kHz, ± 3dB 
Sensitivity 89 dB 1 watt 1 meter 
Max/Min Tube Power 500/75 watts 
Max/Min Solid State Power 1000/100 watts 
Input Impedance 4 ohms (nominal) 
HF Transducers Two Genesis 1” circular ribbon (front & rear) 
Midrange Transducer One Genesis 5” titanium cone 
LF Transducers Two Genesis 6.5” aluminum cone 
Controls Front Tweeter Level (± 1.0 dB) 
 Midrange Level (± 0.75 dB) 
 Rear Tweeter Defeat 
Inputs Speaker level 5-way binding posts 
Outputs Speaker level throughput with 5-way binding posts 
Dimensions H 11 ” x  W 33 ” x D 14 ” 
 H 279mm x W 959mm x D 356mm 
Weight  73 lbs (33.2 kg) 
Finish Options Premium Rosewood (Standard Finish) 

Bird’s Eye Maple (Premium Finish) 
 High Gloss Piano Black (Premium Finish) 
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Genesis Advanced Technologies, Inc. • 4407 6th Ave NW • Seattle, WA 98107 • USA • 206.789.3400 • www.genesisloudspeakers.com 
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